
Aquametro

Aquametro - производит товары высокого качества, и имеет безупречную репутацию . Благодаря тому, что наша
компания напрямую сотрудничает с фирмой-производителем, Вы сможете быстро получить товар по самой низкой
цене. Если нужного товара, нет в списке, сообщите нам, и мы поможем Вам его найти.

ТОВАРЫ БРЕНДА
Продукт Описание

12795 KOLBEN GRAPHIT
RD 25 BESTANDTEILE

30-10000 LT/H-3/4"

80113
aqua pulse 1l; System module pulse Pulse value: 1 liter Pulse width: 50 ms

Switching capacity: max. 220 mA, 48 V DC Cable length, fixed: 1.5 m Supply: 3
V lithium battery Battery life: 15 years Re-running detection with compensation

Degree of protection: IP 68
80522. Modbus communication modul for alec ST

80695

[M-Bus Mini-Master USB - M-Bus Pegelwandler Mobiler M-Bus Pegelwandler mit
USB-Schnittstelle, - Integrierte M-BUS Spannungsversorgung (32 M-Bus
Lasteinheiten) - Zwei LED zur Anzeige des Datenverkehrs in Sende- und

Empfangsrichtung - Schutz gegen Überstrom und Kurzschluss auf dem M-Bus -
Versorgung aus der USB-Schnittstelle, keine externe Speisung nötig]

81152 VSR 32 1 1 / 4'' OR Klinger Sil; Fittings DN 32 Fittings R 1 1/4 " Union nuts G 1 1/2
" without boundary (brass) with seals

81153. VSR 40 1 1/2 '' OR Klinger Sil; Fittings DN 40 Fittings R 1 1/2 " Union nuts G 2 "
without boundary (brass) with seals

81166 VSR 20 3/4" OR
KLINGER SIL

83099 ARD 25/3315-G6
83552 RW/RD 25 DOMINO® ARD-Aufbaugruppe, Reguliergetriebe,Rollenzählwerk, 6-stellig,

drehbar,Verschlussring mit Deckel
83565 IN0,1H/RW/RD 25

89206 TOPAS PMW -
OBSOLETE Nominal flow: Qn = 6; Nominal diameter: DN 32; Reporting: 1 liter of 1impuls

89216,TOPAS PMW -
OBSOLETE

Nominal flow: Qn = 10; Nominal diameter: DN 40; Reporting: 1 liter of 1impuls
water meter

89224 TOPAS PMWF -
OBSOLETE Nominal flow: Qn = 6; Nominal diameter: DN 32; Reporting: 1 liter of 1impuls

89244 TOPAS PMWF -
OBSOLETE Nominal flow: Qn = 6; Nominal diameter: DN 32; Reporting: 1 liter of 1impuls

89252 TOPAS PMWF -
OBSOLETE Nominal flow: Qn = 10; Nominal diameter: DN 40; Reporting: 1 liter of 1impuls

89270;TOPAS PMWS -
OBSOLETE Nominal flow: Qn = 10; Nominal diameter: DN 40; Reporting: 1 liter of 1impuls

89629 TOPAS PMG -
OBSOLETE Nominal flow: Qn = 6; Nominal diameter: DN 32; Reporting: 1 liter of 1impuls

89642 TOPAS PMGS -
OBSOLETE Nominal flow: Qn = 6; Nominal diameter: DN 32; Reporting: 1 liter of 1impuls
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89654 TOPAS PMGF -
OBSOLETE Nominal flow: Qn = 6; Nominal diameter: DN 32; Reporting: 1 liter of 1impuls

89771 VZO 8 OEM-
RE0,0125 Ölzähler

92047 VZO 20 RC 130/16 VZO 15 ... 40 with thread, PN 16
92049 VZO 20 FL 130/25 Fuel-oil fuel meter
92059 VZO 25 FL 130/25 Fuel-oil fuel meter

93533 M-Bus pulse collector

94249

PMG 32-RH1 6.0_260_1 G1 / 4 multi-jet vane hot water meter in glanded Thread
connection: G 1 1/2 " Nominal size: DN 32 Mounting length: 260 mm Mounting

position: horizontal Temperature: max. 130 ° C Nominal pressure: PN 16
Minimum flow qi: 0,075 m³ / h Continuous flow qp: 6 m³ / h Maximum flow qs: 12

m³ / h Kvs-value: 12.7 m³ / h Pressure loss at qp: 0,22 bar Pulse value: 1 liter /
pulse Environmental class C according to EN 1434 no inlet: 0 x DN 32 no outlet

flow: 0 x DN 32 Approval MI-004

94252 PMGF 32-RH1
5.0_150_1 1/4"

Size: DN 32 with thread 1 1/2 "(for screw 1 1/4") Nominal pressure: PN 16 bar
length: 150 mm Mounting position: vertical falling temperature max .: 130 ° C

Maximum flow qs: 6.3 m3 / h Nominal flow qp: 5 m3 / h minimum flow qi: 0.1 m3
/ h pulse value: 1 l Smallest readable amount: 0.1 l registrable: 99,999 m3

measuring principle: multi-jet impeller, dry running With CE marking

94255

PMGS 32-RH1 5.0_150_1 G1 / 4 multi-jet vane hot water meter in glanded
Thread connection: G 1 1/2 " Nominal size: DN 32 Mounting length: 150 mm

Mounting position: vertical ascending Riser counter Temperature: max. 130 ° C
Nominal pressure: PN 16 Minimum flow qi: 0.1 m³ / h Continuous flow qp: 5 m³ /
h Maximum flow qs: 6,3 m³ / h Kvs-value: 13.6 m³ / h Pressure loss at qp: 0,14
bar Pulse value: 1 liter / pulse Environmental class C according to EN 1434 no

inlet: 0 x DN 32 no outlet flow: 0 x DN 32 Approval MI-004
94525 50 50_200 counter

94604

PMW-basic 32 10._260_1 G1 / 4; Multi-jet vane hot water meter in glanded
Thread connection: G 1 1/2 " Nominal size: DN 32 Mounting length: 260 mm

Mounting position: horizontal Temperature max. 90 ° C. Nominal pressure: PN 16
Minimum flow Q1: 0.1 m³ / h Permanent flow Q3: 10 m³ / h Maximum flow Q4:

12.5 m³ / h Kvs-value: 12.7 m³ / h Pressure loss in Q3: 600 mbar Measuring
range: R 100 Inlet section: 0 x DN 32 Outlet flow: 0 x DN 32 Degree of

protection: IP 66 Approval MI-001

94606

PMWF-basic 32 10._150_1 G1 / 4 multi-jet vane hot water meter in glanded
Thread connection: G 1 1/2 " Nominal size: DN 32 Mounting length: 150 mm

Mounting position: vertical falling Pipe meter Temperature max. 90 ° C. Nominal
pressure: PN 16 Minimum flow Q1: 0.1 m³ / h Permanent flow Q3: 10 m³ / h

Maximum flow Q4: 12.5 m³ / h Kvs-value: 10.3 m³ / h Pressure loss in Q3: 900
mbar Measuring range: R 100 Inlet section: 0 x DN 32 Outlet flow: 0 x DN 32

Degree of protection: IP 66 Approval MI-001

94607

PMW-basic 16._300_1 40 1/2 ''; Multi-jet vane hot water meter in glanded Thread
connection: G 1 " Nominal size: DN 40 Mounting length: 300 mm Mounting

position: horizontal Temperature max. 90 ° C. Nominal pressure: PN 16 Minimum
flow Q1: 0.16 m³ / h Permanent flow Q3: 16 m³ / h Maximum flow Q4: 20 m³ / h
Kvs-value: 25.6 m³ / h Pressure loss in Q3: 400 mbar Measuring range: R 100

Inlet section: 0 x DN 40 Outlet flow: 0 x DN 40 Degree of protection: IP 66
Approval MI-001

94608

PMWS-basic 16._200_1 40 1/2 ''; Multi-jet vane hot water meter in glanded
Connection thread: G 2 " Nominal size: DN 40 Mounting length: 200 mm

Mounting position: vertical ascending Riser counter Temperature max. 90 ° C.
Nominal pressure: PN 16 Minimum flow Q1: 0,16m³ / h Permanent flow Q3: 16
m³ / h Maximum flow Q4: 20 m³ / h Kvs-value: 20.8 m³ / h Pressure loss in Q3:

600 mbar Measuring range: R 100 Inlet section: 0 x DN 40 Outlet flow: 0 x DN 40
Degree of protection: IP 66 Approval MI-001
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94609

PMWF-basic 16._200_1 40 1/2 ''; Multi-jet vane hot water meter in glanded
Connection thread: G 2 " Nominal size: DN 40 Mounting length: 200 mm

Mounting position: vertical falling Pipe meter Temperature max. 90 ° C. Nominal
pressure: PN 16 Minimum flow Q1: 0,16m³ / h Permanent flow Q3: 16 m³ / h
Maximum flow Q4: 20 m³ / h Kvs-value: 22.2 m³ / h Pressure loss in Q3: 600
mbar Measuring range: R 100 Inlet section: 0 x DN 40 Outlet flow: 0 x DN 40

Degree of protection: IP 66 Approval MI-001
96166. CE test water meter R49 DN15-32
96167 CE test water meter R49 DN40-50

ART.NO. 80113 AQUAPULS
1L Electronic reading system IP68

ART.NO. 83527 RV1/RD 20 Last crop per meter
ART.NO. 92042 VZO 15 RC

130/16-RV0,1 Contoil flowmeter

ART.NO. 92048 VZO 20 RC
130/16-RV1

CONTOIL® oil meter VZO 15 RC 130/16-RV 0.1 Ring piston meter for mineral oil,
with rotatable roller counter

P/N 92280, VZF 50 FL
180/25

P/N 94101 G/E F.O SUPPLY FLOW METER
P/N: 89763 VZO 4 -RE

0,00125
mechanical counter tmax:60C DN 4mm Qmax 80 l/h Qn 50 l/h PN25bar Qmin 1

l/h 1,25ml/mp
TMC19321

VCS04
VZ020
VZ025

VZO 15 RC 130/16-RV0,1 flowmeter 10L/h - 600L/h 16BAR Tmax:130C
VZO 20 FL 130/25-IN0,01

91903 counter flange

VZO-15

94606 PMWF-basic 32
10._150_1 1/4"

TOPAS hot water meter, Nominal Size: DN 32,With thread 1 1/2 "(for screw 1
1/4"),Nominal pressure: PN 16 bar,Overall length: 150 mm,Mounting position:

vertical falling,Temperature max .: 90 ° C,Overload flow Q4: 12.5 m3 /
h,Permanent flow rate Q3: 10 m3 / h,Transition flow Q2: 12:16 m3 / h,Minimum
flow rate Q1: 0.1 m3 / h,Measuring range: R 100,Smallest readable amount: 0.1

l,Registrable: 100000 m3,Measuring principle: multi-jet turbine, dry running
81152 VSR 32 1 1/4" OR

Klinger Sil pair fittings

96158 CE test hydr. Encoder EN1434 DN15-32
89206 TOPAS PMW 32-RH1

obsolete, replaced by
94249 and 96158

level indicator

92503 PMK-basic 15
2.5_165_1/2" aquabasic® Kaltwasserzähler

80113 aquapuls 1 l
96166 CE-Prüfung

Wasserzähler R49 DN15-
32

96166 CE-Prüfung Wasserzähler R49 DN15-32

81154 VSR 15 1/2" OR
Klinger Sil

Art.No. 92041, VZO 15 RC
130/16 Ölzähler mit Rollenzählwerk

IN0,1/RW/RD 25 83561
PMD 20 -GTAS - 84025

PMW 32 02B Measuring part
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92059
ARD 20/1221-H2 Ringkolbenzähler

RW/RD 20 Reguliergetriebe
VZO 40 FL 180/25 Ölzähler

(83037) ARD 20/1221-A2 DOMINO® Ringkolbenzähler
(83526) RW/RD 20 DOMINO® ARD-Aufbaugruppe

96044 Modifikation Aufbaugruppen für ATEX
P/N: 92680 Type: VZO 4

94793 Viscosity Controller Step
TYPE:7829 ENNAJRHBA,

SER NO=296865
REPLACED BY

HFVM11L729HNC3FJREZZZ
(95431)

VISCOZIMETER TRANSMITTER

CONTOIL VZO 20 RV
REPLACED BY 92050 (VZO

20 FL 130/25-RV1)
Ring piston meter for oil display

92050 (VZO 20 FL 130/25-
RV1) CONTOIL® fuel oil meter

HFVM11L729HNC3FJREZZZ
(95431) Viscosity sensor

P/N: 92041 Type: VZO 15
RC 130/16

P/N: 80695 Type: M-Bus
Mini-Master

P/N: 89763 Type: VZO 4 -
RE 0,00125

VZO 40 FL 130/25 CONTOIL® fuel oil meter
VZO 40 FL 130/25

89763
VZO 4 - RE 0,1 Fuel oil meter

VZO 20 RC 130/16
VZO 25 RC 130/16

VZO 4-RE PRESS OIL FLOW MEASUREMENT
94600
81151
94588
94525
94530

VZO 25 RC 130/16-RV1
VZO 8 (92630) Domestic Oil Meter

DIP 406 A1/R/Tor/2 Programmable digital INDICATOR
ARD 20/1221-H2 -
IN0,1/RW/RD 20

PMG 32-IH (6.0_260_1
1/4")

40251 magnetic sensor
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